
AdBLUE
according to ISO 22241-1  

Diesel exhaust fl uid
Best for your SCR system, better for the environment.



What is AdBlue 
Adblue® is an operating fluid for the SCR engine technology —it is not a fuel nor is it mixed with fuel. 
AdBlue® is non-hazardous, non toxic, non-flammable and is safe to use. 
AdBlue® needs to be dispensed and stored into a separate dedicated AdBlue tank on the vehicle. 

Why do we need AdBlue 
AdBlue® is made up of high purity 32.5% urea solution which serves as a reduction agent for diesel engine powered 
vehicles. Selective Catalytic Reduction (SCR) technology combined with AdBlue significantly reduces soot and nitrogen 
oxide (NOx) emissions to meet Euro 4,5 & 6 emission standards.
The VDA (German Automotive Industry Association) owns the AdBlue® brand and manages producers through licenses. 
The value of the AdBlue® Brand lies in the high quality assurance provide by producers. 

How does it work 
Selective Catalytic Reduction (SCR) is an advanced active 
emissions control technology system that injects a liquid-
reductant agent through a special catalyst into the exhaust 
stream of a diesel engine. The reductant source is usually 
automotive-grade urea, otherwise known as Diesel Exhaust 
Fluid (DEF). 
It is called “selective” because it reduces levels of NOx using 
ammonia as a reductant within a catalyst system. The 
chemical reaction is known as “reduction” where the DEF 
is the reducing agent that reacts with NOx to convert the 
pollutants into nitrogen, water and tiny amounts of CO2. 

Why is Quality AdBlue Essential 
AdBlue® is a high quality urea solution that is easy to use. AdBlue® is the registered trademark for AUS32, or Aqueous 
Urea Solution 32.5% that is used with the Selective Catalytic Reduction system (SCR) to reduce emissions of oxides 
of nitrogen from the exhaust of diesel vehicles. The key points are: Diesel Exhaust Fluid (DEF) must have a urea 
concentration of 32.5% by weight, and meet ISO 2241-1 standard. This concentration was chosen because it is has the 
lowest freezing temperature, 11º C. IF a product does not adhere to the ISO 22241 standards, then that fluid cannot by 
definition be called AdBlue®. 



Automatic Nozzle with Magnet 
To prevent miss-fuelling AdBlue® in the diesel tank and vice 
versa the AdBlue nozzle is fitted with a magnet adapter. The fixed 
magnetic field within the filler neck opens the magnet switch in 
the spout, so miss-fuelling into diesel tanks is made impossible. 
Vice versa the filling of the AdBlue tank with fuel is also excluded, 
because diesel spouts do not fit into magnet adapted 

CMV has been supplying AdBlue® to the Australian Transport and Coach & Bus Industries 
since the introduction of SCR. 

A start up solution from 1,000 litres IBC kit for a smaller fleet or temporary sites to the very popular CMV own design 
Mother Tank at 4.000 litres or 5,000 litres with an IBC on top. Telemetry is available on Mother Tank. 
For sites where room is a challenge a 3,000 slimline Tank with Telemetry and self-contained hose reel is a great option 
with this plug and play tank. 
Due to its ease of installation with plug and play facility it can be easily moved to suit business site changes. 

For larger fleets or Refuelling Stations we can offer: 

l 3,000 litres to 10,000 litre options in slimline design with NMI approved dispensing equipment. Full Fleet Fuel System 
integration and delivery security is offered for the fleets. 

l A 10,000 litres self- contained steel container is also available for remote or construction sites where dust is a problem. 
Available in a range of set ups with in-built or remote bowser depending on needs. 

l Tank sizes can go from 3000 litres, to 30,000 litre capacity. 
l Full telemetry and integration available. 
l A variety of installations are possible from remote tanks to dispensing equipment catering for all on-site requirements. 

Importance of using High Quality AdBlue 
High quality AdBlue ® ensures emission standards are met and 
provides economic benefits: 
l Avoidance of costly vehicle replacement 
l Lower maintenance cost 
l Ensure SCR System efficiency 
l Guaranteed life of SCR system 
l Enhance fuel; economy 

CMV Truck & Bus is a leading supplier of ISO 22241-1 Certified and most importantly 
VDA approved AdBlue® into the Australian Market with the ability to provide 
customers with a batch number and certificate of compliance to ISO 2241 for each 
delivery , and continues to cater for the needs of individual operators up to the 
largest National fleets in today’s growing AdBlue® market. 

Importance of High Quality Dispensing Equipment 
In line with VDA compliance it is imperative to not only produce high quality AdBlue® 
complying to ISO 2241 –1, but also and most important to deliver, store and dispense the 
product in suitable tankers, storage tanks and dispensing hoses and nozzles. 
The only products suitable for transport and storage of AdBlue® is stainless steel, and 
High and Low density polyethylene, (HDPE), (LDPE). Suitable AdBlue® hose as well as 
specific AdBlue® nozzles are essential to prevent expensive miss-fills. 
CMV provides high quality insulated plastics tanks as well as all new Stainless steel inner 
tank with steel bund as pictured 



CMV FLEET OF TANKERS 
CMV tanker fleet delivers daily to our extensive base of Customers throughout Victoria with the latest tanker 
technology with Full NMI compliant system to ensure compliance with VDA regulations ,but to also to provide 
our customers peace of mind that their CMV AdBlue® delivery meets the highest stringent quality standards. 

FOR CUSTOMERS WITH SMALLER 
REQUIREMENTS CMV PROVIDES: 
10 Litre containers 
20 Litre containers  
204 Litre drums - pump kit available  
1000 Litre IBC - pump kit available 

Convenient 20 litre pack for 
on the go. 

For AdBlue® information & orders: 

Please visit our website at  

www.cmvtb.com.au  

Email: val.gomez@cmv.com.au 

Telephone: 03 99316000

Mobile: 0459 138 228 


